














RICOH Pro C5410S/C5400S
SYSTEM SPECIFICATIONS

GENERAL

Functionality: Print, copy, scan (standard); facsimile (option). 
A document feeder is offered as an option.

Control Panel: 10.1” Smart Operation Panel

Technology: 4-drum dry electrostatic transfer system with 
internal transfer belt

Fusing: Oil-less, belt fusing method

Toner: Colour PxP-EQR toner

Warm Up Time (Copy)*: Pro C5410S: 26 seconds

Pro C5400S: 30 seconds

First Copy*: Pro C5410S: <6.4/6.7 seconds (BW/FC)

Pro C5400S: <7.5/7.7 seconds (BW/FC)

Print Speed: Pro C5410S: 80 ppm (Paper dependent)

Pro C5400S: 65 ppm (Paper dependent)

Dimensions (WxDxH): 799 x 880 x 1,648 mm (Mainframe with 
Attention light)

Weight:

Power Source: 220-240 V, 13A, 50/60 Hz

Power Consumption: Less than 3,120 W

*In Rapid mode

MEDIA HANDLING

Paper Trays (Standard): Tray 1: 2 x 1,250 sheets, 52.3 - 300 gsm

Tray 2: 550 sheets, 52.3 - 300 gsm

Tray 3: 550 sheets, 52.3 - 300 gsm

Bypass Tray: 250 sheets, 52.3 - 360 gsm

Vacuum Feed LCIT RT5150 (Option): Tray 4: 2,420 sheets, 52.3 - 360 gsm 

Tray 5: 2,420 sheets, 52.3 - 360 gsm 

A4 LCIT RT5190 (Option): Tray 4: 4,400 sheets, 52.3 - 216 gsm 

A3 LCIT RT5180 (Option):                               Tray 4: 2,200 sheets, 52.3 - 300 gsm 

Multi Bypass Tray BY5020 (Option): 550 sheets, 52.3 - 216 gsm

Maximum Paper Size: 330.2 x 1,300 mm (Option dependent)

Paper Weights: 52.3 - 360 gsm (Option dependent)

*Paper capacity is based on 0.1 mm paper thickness.

PRINTER

RICOH GW Controller (Standar d)

Con�guration: Embedded

CPU: Intel® Atom Processor 1.6 GHz

RAM: 4 GB 

Storage: 2 x 480GB SSD

Page Description Languages: PCL5c, PCL6 (XL), PostScript3 Emulation,  
PDF Direct Print Emulation (Standard)  
Adobe PostScript3, Adobe PDF Direct Print, 
IPDS (Option)

Color Contr oller E-48B (Option) * 1

Con�guration: External

System Version: Fiery FS600 Pro

CPU: Intel® i3-12100

RAM: 8 GB (1 x 8 GB)

Storage: 240 GB SSD (OS and Fiery software) 

1TG SATA HDD (Storage)

Page Description Languages: PostScript, PDF, EPS, TIFF, PCL, PDF/VT, PPML, 
PPML zip, vps (Standard)  
Adobe PDF Print Engine (Standard)

Color Contr oller E-28B (Option)

Con�guration: Embedded

System Version: Fiery FS600

CPU: Intel® G7400E

RAM: 8 GB (1 x 8 GB)

Storage: 500 GB SSD 

Page Description Languages: PostScript, PDF, EPS, TIFF, PCL, PDF/VT, PPML, 
PPML zip, vps (Standard) 
Adobe PDF Print Engine (Option)

OTHER OPTIONS

Platen Cover (PN2000), Document Feeder (DF5000),Page Keeper, Media Identi� cation 
Unit , Carbonless Paper Unit, Envelope Fusing Unit, Decurl Unit (DU5080), Buffer Pass 
Unit, A3 Tray Unit, A4 LCIT (RT5190), A3LCIT (RT5180), Bridge Unit (BU5040),  
Vacuum Feed LCIT (RT5150), Vacuum Feed Banner Sheet Tray, Multi Bypass Tray 
(BY5020), Multi Bypass Banner Sheet Tray, Cover Interposer (CI5040), Multi-Folding 
Unit (FD5040), High Capacity Stacker (SK5040), Staple Finisher (SR5110),  
Booklet Finisher (SR5120), Punch Unit (PU5030), Trimmer Unit (TR5050), Compact 
Staple Finisher (SR5130), Compact Booklet Finisher (SR5140), Punch Unit (PU3110), 
Stapleless Binding Unit, Jogger Unit, Cooling Fan, Banner Sheet Output Tray, Output 
Tray, Bridge Unit (BU5020), Copy Tray.

WORKFLOW SOLUTIONS

RICOH Streamline NX, RICOH ProcessDirector™, FusionPro VDP Suite, InfoPrint® 
Manager, EPS MarketDirect Storefront & Cross Media, Fiery solutions, OL Connect.
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